
One key on/off, redundancy 
protection. 

6000+ cycles@80% DOD 
and 3 years warranty.

Modular design 
without mounting bracket.

Live communication, and compatible with most leading LV inverters.
Inverter

www.sacredsun.com

afe  & eliable

Rack Mounted 
Lithium ion Battery 



We provide 24/7 sales and technical support.

Shandong Sacred Sun Power Sources Co., Ltd.

Address: No.1, Shengyang Road, Qufu 273100 PRC

Email:  sales@sacredsun.cn       Tel: (086)-537-4422313

Sacred Sun Hong Kong Co., Limited

Address: Level 54 Hopewell Center 183 Queen's Road East HK

Email:  admin.hk@sacredsun.hk

Sacred Sun Asia Pacific Pte Ltd.

Address: 6 Genting Road #03-00, Jubilee Industrial Building, Singapore 349471

Email:  admin.sg@sacredsun.sg

Sacred Sun Europe SARL

Address: ZAE Fontaine, 33210 Fargues, France

Email:  admin.eu@sacredsun.eu

FNS Power Technology Inc.

Address: 2A507  Tangtou Skyworth Innovation Valley, Shiyan Street, 

Bao'an District, ShenZhen  P.R.China

Email:  sales@fnspower.com       Tel: (086)-755 2645 2336 

Sacred Sun North America

Address: Tennessee, USA        

Email:  sales@fnspower.com

Sacred Sun MEA FZE

Address: No. 311 office, Building LOB 14, JAFZA, Dubai, UAE 

Email:  admin.ae@sacredsun.ae
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Battery Module

Battery category

Rated energy (kWh) (25 ℃, 0.5C)

Rated voltage (V)

Rated capacity (Ah)

Max. charging and discharging current (A)

Charging and discharging current (A)

Dimension (W*D*H, mm)

Weight (Kg)

Operating voltage (V)

Working temperature

Communication

Degree of protection

SLSIFP48100A

LiFePO4

4.8

48

100

100

50  (Recommended)

440*467*133（3U）

45

42V-54V

0℃~45℃，Recommend 15℃~30℃

Independent operation/CAN/RS485

IP20

Products specifications described herein are subject to change without prior notification.
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